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ARMACLEARä SEALER	                                                          	Waterborne Acrylic Sealer



AQUARIUS COATINGS INC.
190 Marycroft Avenue, Unit # 5, Woodbridge, Ont.  L4L 5Y1

PROVEN PROTECTION FOR A CLEANER, SAFER, ENVIRONMENT
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PRODUCT DESCRIPTION

ArmaclearÔ Sealer is a clear, one pack, ready to use, water-borne, sealer for industrial and commercial application on concrete, brick, block and masonry in non immersion service.  It is a fast drying, low odor, high solids sealer which provides excellent coverage and adhesion.  It is designed to provide minimal visible change to substrate where a clear topcoat is needed.

SURFACE PREPARATION

Ensure surface is sound. Fill any voids and repair structural defects.  Surface must be clean, dry, dull and free of paint, grease, oil, dust, dirt, efflorescence, wax and other contaminants before application.  ArmaclearÔ Sealer is a water-borne product which is compatible with various latex coatings and some solvent borne coatings.

COATING APPLICATION

	Store ArmaclearÔ Sealer at room temperature (20oC/68oF) for twenty-four (24) hours prior to application.
	Apply ArmaclearÔ Sealer by brush, roller, or low pressure "airless" spray.  Application requires a competent, professional applicator.
	For smooth surfaces use short pile or foam rollers. For brick, block and other rough surfaces mohair and rollers with longer nap can be used.
	Apply  when air and substrate temperatures are higher than 7oC/45oF within 24 hours of application.  Cold conditions may adversely affect the appearance of the dried film.  Do not apply if humidity is to be greater than 80% or rain is expected within eight (8) hours before or after application.
	Reduce only if necessary with clean water.  For brush/roller applications, reduction should not be necessary.  For spray applications up to five (5) percent of clean water can be added slowly and under good agitation.
	Recommended dry film thickness of ArmaclearÔ Sealer is 25 microns (1 mil) per coat.  Any runs should be brushed/layed off or rolled out as they occur and not allowed to cure hard.




	If a substrate is to be topcoated with a clear product and minimal visual change of substrate is desired, one (1) coat of ArmaclearÔ Sealer at a continuous dry film thickness of 1 mil is recommended.  Perform a test patch to determine the level of change in the substrate appearance.
	Overcoat when thoroughly dry with ArmaglazeÒ WB 6000 clear or compatible acrylic or latex coatings.  Allow a minimum of 48 hours at 20ºC/68ºF and less than 80% relative humidity before overcoating with a solvent based coating.
	Do not apply on glazed ceramic surfaces.


EQUIPMENT CLEAN-UP

Clean tools and equipment used to apply ArmaclearÔ Sealer with water immediately after use.

HEALTH AND SAFETY DATA

WARNING:  Vapor and spray mist are harmful.  Read the MSDS prior to use.
	ArmaclearÔ Sealer is intended for professional use only.
	Use in well ventilated areas, avoiding contact with skin and eyes.
	For spray applications, use NIOSH approved air fed masks or filtered respiratory systems.
	Wear protective clothing and gloves when handling or using coatings.  Avoid skin contact.
	Keep out of reach of children.



STORAGE AND HANDLING

	Read Material Safety Data Sheet.
	DO NOT FREEZE.
	Store products with labels intact and visible in a clean, dry area protected from direct sunlight and moisture between 10-30°C (50-86°F) and relative humidity less than 50%.
	Sealed, unopened containers have a shelf life of twelve months.

The furnishing of the information contained herein does not constitute representation by Aquarius Coatings that any product is free from patent infringement claims of any third party nor does it constitute the granting of a license under any patent of Aquarius Coatings or any third party.  Aquarius Coatings assumes no liability for any infringement which may arise out of the use of the product.  Aquarius Coatings warrants that its products meet the specification which it sets for them.  Aquarius Coatings DISCLAIMS ALL OTHER WARRANTIES relating to the products, and DISCLAIMS ALL WARRANTIES RELATING TO THEIR APPLICATION, expressed or implied, including but not limited to warranties of MERCHANTABILITY and FITNESS FOR a particular purpose.  Receipt of products from Aquarius Coatings constitutes acceptance of the terms of this warranty, contrary provisions of purchase orders not withstanding.  In the event that Aquarius Coatings finds that product(s) delivered are out of specification, Aquarius Coatings will, at its sole discretion, either replace the product(s) or refund the purchase price thereof, and Aquarius Coatings choice of one of these remedies shall be the buyer’s (purchasers) sole remedy.  Aquarius Coatings will under no circumstances be liable for any consequential damages, except in so far as liability mandated by law.  Aquarius Coatings will deliver products at agreed times in so far as it is reasonably able to do so, but Aquarius Coatings shall not be liable for failure to deliver on time when the failure is beyond its reasonable control.

